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May be used when thickness of concrete is 1'-0" or more.
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Posts shall be vertical. Top and bottom pipes shall be

radius is over 148'-0".

parallel to slope.
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PIPE HANDRAILING
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bent if radius is 148'-0" or less; may be on 8'-0" chords if

PIPE HANDRAILING BRACKET

ELEVATION

PLAN

ELEVATION

PIPE HANDRAILING AT END

PLAN

ON SLOPESAT ELECTROLIEREXPANSION JOINTSINTERMEDIATE POSTS

AT DECK

END POST

TYPICAL CONNECTION DETAILS

ALTERNATIVE DETAILS

ANCHORAGE DETAIL

ALTERNATIVE ANCHORAGE DETAIL

SIDE VIEW

Tillat Satter

C42892

Dist
No.

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

LENGTH FOR PAYMENT OF CHAIN LINK RAILING

PIPE NPS 1‚ Std

PIPE NPS 2• Std

TENSION BAR BANDS 

LENGTH FOR PAYMENT OF

1'-2" Max CENTERS

…" Ø TRUSS

RODS IN END PANELS

6'-0" WIDE CHAIN LINK

FABRIC. 1" MESH.

KNUCKLE SELVAGE AT TOP

AND BOTTOM.

EXPANSION JOINT SAME

DIMENSION AS EXPANSION

JOINT IN DECK. INCREASE

SLEEVE LENGTH

CORRESPONDINGLY.

PIPE NPS 1‚ Std

• ELECTROLIER

0.148" Ø STEEL WIRE TIES

@ 1'-0" TO ALL PIPES

PROVIDE OPENING IN

MESH AS REQUIRED

FABRIC CONTINUOUS AT ELECTROLIER

BUT MAY BE CUT AND SPLICED.

PIPE HANDRAILING REQUIRED ONLY

WHERE SLOPE IS 6% OR GREATER,

OR AS INDICATED ELSEWHERE

IN THE PLANS.
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PLACE FABRIC

PARALLEL TO SLOPE

PIPE NPS 1• Std

DRIVEN FIT

…" Ø BOLT

…" Ø CARRIAGE

BOLT

SLEEVE SLIDING FIT

NPS 1 Std PIPE

1…" Ø HOLES @ 5" CENTERS

1"± MORTAR PAD

JAM NUT & CUT WASHER

OD FLAT WASHER

ƒ" Ø U BOLTS: 3" THREAD

…" Ø VENT

•" Ø U BOLT

MORTAR

TACK WELD

1…" Ø HOLE

Hex NUT AND 2"

w/Hex NUTS

PEEN BOLT ENDS

EXPANSION SLEEVE. PROVIDE FOR

MATCH SUPERSTRUCTURE JOINT.

SLOTTED VERTICALLY

PIPE NPS 1• Std‚" Max PROJECTION

ˆ" Exp AT 15'-0" Max AND

4" x 6" x 9" OR

‰" x •" TENSION BAR

Â ƒ" x 8" x 8" WITH

#4 x 10" TOTAL 4

2-#6 x 10" BAR

5" Ø x 9" POST POCKET

†" x 1" HOLES

1.  Peen all bolt threads.

2.  Railing shall conform to horizontal and vertical alignment.

3.  When railing is on slope, 6'-0" chain link fabric shall be placed 

4.  Additional pipe NPS 1‚ Std required when radius is less than 150'-0".

SEE NOTE 4

NOTES:

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

NO SCALE

CHAIN LINK RAILING
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